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GRAVITY WALLS(maximum unreinforced wall height)

DESIGN ASSUMPTIONS
�U�Ê���À�ˆ�V�Ì�ˆ�œ�˜�Ê�>�˜�}�•�i�Ê�­�*�����®�Ê�v�œ�À�Ê�i�>�À�Ì�…�Ê�«�À�i�Ã�Ã�Õ�À�i�Ê�V�>�•�V�Õ�•�>�Ì�ˆ�œ�˜�Ã�Ê�œ�v�Ê�}�i�œ�}�À�ˆ�`
�À�i�ˆ�˜�v�œ�À�V�i�`�Ê�Ü�>�•�•�Ã�Ê�ˆ�Ã�Ê�i�Û�>�•�Õ�>�Ì�i�`�Ê�>�Ì�Ê�Ó�È�c�]�Ê�Î�ä�c�Ê�>�˜�`�Ê�Î�{�c�Ê�œ�˜�•�Þ�°�Ê���œ�À�Ê�œ�Ì�…�i�À
soil type analysis, refer to Keywall Software program or consult
with a qualified engineer.
�U�Ê���œ�ˆ�Ã�Ì�Ê�Ü�i�ˆ�}�…�Ì�Ê�œ�v�Ê�Ì�…�À�i�i�Ê�Ã�œ�ˆ�•�Ê�Ì�Þ�«�i�Ã�Ê�ˆ�˜�`�ˆ�V�>�Ì�i�`�Ê�ˆ�Ã�Ê�£�Ó�ä�Ê�•�L�°�É�v�Ì�°�Î�Ê�­�£�™�Ž� �É�“�Ó�®�°
�U�Ê�-�•�ˆ�`�ˆ�˜�}�Ê�V�>�•�V�Õ�•�>�Ì�ˆ�œ�˜�Ã�Ê�Õ�Ã�i�Ê�È�¸�Ê�­�£�x�ä�“�“�®�Ê�V�À�Õ�Ã�…�i�`�Ê�Ã�Ì�œ�˜�i�Ê�•�i�Û�i�•�ˆ�˜�}
pad as compacted foundation material.
�U�Ê���•�•�Ê�L�>�V�Ž�v�ˆ�•�•�Ê�“�>�Ì�i�À�ˆ�>�•�Ã�Ê�>�À�i�Ê�V�œ�“�«�>�V�Ì�i�`�Ê�Ì�œ�Ê�™�x�¯�Ê�-�Ì�>�˜�`�>�À�`�Ê�*�À�œ�V�Ì�œ�À
density.
�U�Ê�/�…�i�Ê�Ì�i�À�“�Ê�º�Û�i�À�Ì�ˆ�V�>�•�»�Ê�ˆ�Ã�Ê�>�Ê�Ü�>�•�•�Ê�L�Õ�ˆ�•�Ì�Ê�Ì�œ�Ê�>�Ê�˜�i�>�À�Ê�Û�i�À�Ì�ˆ�V�>�•�Ê�>�•�ˆ�}�˜�“�i�˜�Ì
having a slight positive setback (1° +).
�U�Ê�/�…�i�Ê�ˆ�˜�v�œ�À�“�>�Ì�ˆ�œ�˜�Ê�«�À�œ�Û�ˆ�`�i�`�Ê�…�i�À�i�ˆ�˜�Ê�ˆ�Ã�Ê�v�œ�À�Ê�«�À�i�•�ˆ�“�ˆ�˜�>�À�Þ�Ê�`�i�Ã�ˆ�}�˜�Ê�Õ�Ã�i
only. A qualified engineer should be consulted for design and
analysis of structures. Keystone Retaining Wall Systems, Inc.
assumes no liability for the improper use of this information.

DESIGN NOTES
���œ�À�Ê�•�œ�Ü�Ê�­�˜�œ�˜�‡�Ã�Ì�À�Õ�V�Ì�Õ�À�>�•�®�Ê�•�>�˜�`�Ã�V�>�«�i�Ê�À�i�Ì�>�ˆ�˜�ˆ�˜�}
walls, Country Manor can be constructed as a
non-reinforced gravity wall as shown in the
chart below. This chart is for retaining walls in
�Ì�…�i�Ê�º�˜�i�>�À�Ê�Û�i�À�Ì�ˆ�V�>�•�»�Ê�œ�«�Ì�ˆ�œ�˜�°�Ê� �œ�Ì�i�\�Ê�Õ�Ã�i�Ê�«�ˆ�˜�Ã�Ê�>�˜�`
construction adhesive at low border/parapet
walls.


